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(2) Otherwise enters or operates in 
the navigable waters of the United 
States, except a vessel described by 
§ 164.02 of this part. 

(b) Definitions. The terms used in this 
section are as follows: 

Constructed means the same as in 
Chapter II–1, Regulations 1.1.2 and 
1.1.3.1, of SOLAS 74. 

Existing tanker means a tanker— 
(1) For which the building contract is 

placed on or after June 1, 1979; 
(2) In the absence of a building con-

tract, the keel of which is laid or which 
is at a similar stage of construction on 
or after January 1, 1980; 

(3) The delivery of which occurs on or 
after June 1, 1982; or 

(4) That has undergone a major con-
version contracted for on or after June 
1, 1979; or construction of which was 
begun on or after January 1, 1980, or 
completed on or after June 1, 1982. 

Public vessel, oil, hazardous materials, 
and foreign vessel mean the same as in 
46 U.S.C. 2101. 

SOLAS 74 means the International 
Convention for the Safety of Life at 
Sea, 1974, as amended. 

Tanker means a self-propelled vessel 
defined as a tanker by 46 U.S.C. 2101(38) 
or as a tank vessel by 46 U.S.C. 2101(39). 

(c) Each tanker constructed on or 
after September 1, 1984, must meet the 
applicable requirements of Chapter II– 
1, Regulations 29 and 30, of SOLAS 74. 

(d) Each tanker constructed before 
September 1, 1984, must meet the re-
quirements of Chapter II–1, Regulation 
29.19, of SOLAS 74. 

(e) Each tanker of 40,000 gross tons or 
more, constructed before September 1, 
1984, that does not meet the single-fail-
ure criterion of Chapter II–1, Regula-
tion 29.16, of SOLAS 74, must meet the 
requirements of Chapter II–1, Regula-
tion 29.20, of SOLAS 74. 

(f) Each tanker constructed before 
September 1, 1984, must meet the appli-
cable requirements of Chapter II–1, 
Regulations 29.14 and 29.15, of SOLAS 
74. 

[CGD 83–043, 60 FR 24771, May 10, 1995] 

§ 164.40 Devices to indicate speed and 
distance. 

(a) Each vessel required to be fitted 
with an Automatic Radar Plotting Aid 
(ARPA) under § 164.38 of this part must 

be fitted with a device to indicate 
speed and distance of the vessel either 
through the water or over the ground. 

(b) The device must meet the fol-
lowing specifications: 

(1) The display must be easily read-
able on the bridge by day or night. 

(2) Errors in the indicated speed, 
when the vessel is operating free from 
shallow water effect, and from the ef-
fects of wind, current, and tide, should 
not exceed 5 percent of the speed of the 
vessel, or 0.5 knot, whichever is great-
er. 

(3) Errors in the indicated distance 
run, when the vessel is operating free 
from shallow water effect, and from the 
effects of wind, current, and tide, 
should not exceed 5 percent of the dis-
tance run of the vessel in one hour or 
0.5 nautical mile in each hour, which-
ever is greater. 

[CGD 83–004, 49 FR 43467, Oct. 29, 1984, as 
amended by USCG–1998–3799, 63 FR 35532, 
June 30, 1998] 

§ 164.41 Electronic position fixing de-
vices. 

(a) Each vessel calling at a port in 
the continental United States, includ-
ing Alaska south of Cape Prince of 
Wales, except each vessel owned or 
bareboat chartered and operated by the 
United States, or by a state or its po-
litical subdivision, or by a foreign na-
tion, and not engaged in commerce, 
must have one of the following: 

(1) A Type I or II LORAN C receiver 
as defined in Section 1.2(e), meeting 
Part 2 (Minimum Performance Stand-
ards) of the Radio Technical Commis-
sion for Marine Services (RTCM) Paper 
12–78/DO–100 dated December 20, 1977, 
entitled ‘‘Minimum Performance 
Standards (MPS) Marine Loran-C Re-
ceiving Equipment’’. Each receiver in-
stalled must be labeled with the infor-
mation required under paragraph (b) of 
this section. 

(2) A satellite navigation receiver 
with: 

(i) Automatic acquisition of satellite 
signals after initial operator settings 
have been entered; and 

(ii) Position updates derived from 
satellite information during each usa-
ble satellite pass. 

(3) A system that is found by the 
Commandant to meet the intent of the 
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